
DWA3500
The new 3D wheel alignment system 
for cars and light commercial vehi-
cles, with a completely redesigned 
cabinet with drawers and housings 
for printer and accessories. The 3D 
camera support beam is motorized 
and fully automated. Camera beam 
heightheight is automatically adjusted to 
the height of lift. The software 
system, entirely developed by 
CEMB, guides the user through all 
the alignment operations with clear 
and userfriendly graphics.

www.cemb-usa.com



CONTACT

Because of continuing technological 
advancements, specifications, models and 

options are subject to change without notice.

CEMB USA  -  BL Systems Inc.
2873 Ramsey Road, Gainesville, GA 30501
(678) 717-1050  -  sales@cemb-usa.com
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DIMENSIONS

Redesigned Cabinet
With drawers and other housings 
for the computer, printer and 
accessories.

Optional VIN 
Barcode Scanner
Available upon request.

Wheel Clamps
Quickly attaches to rims 
without marring surfaces. 
Wheel clamp extensions 
are included to offset front 
dually wheels and also 
custom rims up to 30” 
diameter.

New Advance Software
The software guides the user through all 
the alignment operations with clear and 
userfriendly graphics.

30+ Year Vehicle 
Database
The CEMB database contains 
more than 55,000 vehicles 
and is constantly updated.

Automatic Camera 
Beam
Tower automatically follows the 
targets as the vehicle is raised to 
different heights.
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