
iDEAL Paint Spray Booths
8320 E. HWY 67, ALVARADO, TX 76009
Toll Free # 877-558-9337 / Fax # 817-558-9740

PBE Sales Specialist: Ron Healey @ 877-558-9337 (Ext. 114)
Email: ronhealey@tuxedodistributors.com 

AIR FLOW TYPE :

REQUIRED ELECTRICAL: (Phase & Voltage)

EXHAUST DUCT KITS: 

AMU (AIR MAKE UP UNITS / HEATERS)

CANOPY PLENUM KITS: (SEMI & SIDE DOWNDRAFT PSB MODELS ONLY)

DATE:

CUSTOMER SELECTION & SIGN-OFF FORM

OPTIONAL ACCESSORIES

PAINT BOOTH MODELS

REQUIRED PSB ACCESSORY FOR AMU RS-1001 (GAS FIRED) OPTION

   www.idealautoequip.com 

ZIP:

(Standard / Special Order)

QUOTE #

All iDEAL 9 ft. Duct Kits come standard with G90 Galvanized Steel and Includes: 
Angle Mounting Ring, Duct w/ Clean Out Door, *Center Duct & ARV 

*(Additional Center Ducts Sections (36") available to extend overall Duct Assembly Height)  

SEMI DOWNDRAFT SIDE DOWNDRAFT

Tuxedo Distributors, LLC. / iDEAL PSB CSSO Form (Nov 2022)

CUSTOMER:

CUSTOMER SIGN-OFF:

25" Dia. X 9'H (2ea)

(Standard / Special Order)

(Standard / Special Order)

DATE:

NOTE: AMU (ELECTRIC) MODELS DO NOT REQUIRE CANOPY PLENUMS)

SEMI DOWNDRAFT SIDE DOWNDRAFT

NOTE: AMU (GAS FIRED) UNITS FOR SEMI & SIDE DOWNDRAFT MODELS ONLY & REQUIRES CANOPY PLENUM KIT 

25" Dia. X 9'H 31" Dia. X 9'H

CROSS FLOW 

CANOPY PLENUM KIT CANOPY PLENUM KIT

3PH-230VAC

(Standard)

3PH-460VAC 1PH-230VAC

(Adder Charge)

AMU RS-1001 (GAS FIRED) AMU RS-1001 (GAS FIRED) AMU RS-1001 (GAS FIRED)

AMU RS-3001 (ELECTRIC) AMU RS-3001 (ELECTRIC)

(Standard) (Adder Charge)

AMU RS-3001 (ELECTRIC)
3PH-230VAC 3PH-460VAC 1PH-230VAC

(Standard) (Adder Charge)

3PH-230VAC 3PH-460VAC 1PH-230VAC

I.D. 22’-6”L x 13’W x 8’-6”H
O.D. 25’-4”L x 13’-4”W x 8’-10”H

I.D. 26”L x 14’W x 9'-3”H
O.D. 29’-4”L x 14’-4”W x 9’-5”H

I.D. 26”L x 14’W x 9'-3”H
O.D. 26’-4”L x 17’-8”W x 9’-5”H

SEMI DOWNDRAFTCROSS FLOW SIDE DOWNDRAFT


